
Boise River Basin SWSI Adequate Water Supply Greater than -2.3 SWSI or 1,100 KAF

Station ID Station Name   Period Data Type Years # of Years

13202000 BOISE RIVER NEAR BOISE, ID Jun-Sep strm 1981-2015 35 Units KAF

13201500 LUCKY PEAK 31-May resv 1981-2015 35 Units KAF

13194000 ARROWROCK 31-May resv 1981-2015 35 Units KAF

13190000 ANDERSON RANCH 31-May resv 1981-2015 35 Units KAF

ENSO Classification

SE Strong El Nino - EN Mild El Nino - N Neutral - LN Mild La Nina - SL Strong La Nina               

Rank Year Enso

Stream 

Flow Jun-

Sep

Reservoir 

31-May

Streamflow 

+ Reservoir 

Sum

Non-

Exceedance 

Probability SWSI

1 1983 SE 1244 911 2155 97% 3.9

2 1982 N 1157 785 1942 94% 3.7

3 1984 N 995 872 1867 92% 3.5

4 1998 SE 811 1039 1849 89% 3.2

5 1996 N 926 880 1806 86% 3.0

6 1995 SE 964 841 1805 83% 2.8

7 1997 N 989 811 1800 81% 2.5

8 2011 SL 1000 777 1777 78% 2.3

9 1986 N 802 937 1739 75% 2.1

10 1999 SL 821 854 1675 72% 1.9

11 2006 N 648 938 1586 69% 1.6

12 1993 EN 679 899 1578 67% 1.4

13 2009 N 587 972 1559 64% 1.2

14 2010 EN 697 836 1532 61% 0.9

15 1981 N 428 1054 1482 58% 0.7

16 2012 LN 517 949 1465 56% 0.5

17 2008 N 582 874 1456 53% 0.2

18 2000 N 385 1032 1418 50% 0.0

19 1985 N 406 1010 1416 47% -0.2

2016 10% Chance Exceedance Forcast SE 440 970 1410 46% -0.3

20 2014 N 464 932 1396 44% -0.5

21 2003 EN 528 853 1381 42% -0.7

2016 30% Chance Exceedance Forcast SE 390 970 1360 41% -0.8

2016 50% Chance Exceedance Forcast SE 350 970 1320 40% -0.8

22 1989 SL 438 864 1302 39% -0.9

2016 70% Chance Exceedance Forcast SE 315 970 1285 38% -1.0

23 2004 N 395 867 1262 36% -1.2

2016 90% Chance Exceedance Forcast SE 265 970 1235 35% -1.3

24 2015 EN 288 941 1229 33% -1.4

25 2005 EN 373 835 1208 31% -1.6

26 2002 N 415 789 1204 28% -1.9

27 2007 EN 249 937 1187 25% -2.1

28 1990 N 377 716 1093 22% -2.3

29 2013 N 269 754 1024 19% -2.5

30 1987 N 195 809 1005 17% -2.8

31 1991 N 397 533 930 14% -3.0

32 1994 SE 230 679 909 11% -3.2

33 2001 LN 202 697 898 8% -3.5

34 1988 SE 284 602 885 6% -3.7

35 1992 EN 161 407 568 3% -3.9


